
 WARNING/AVERTISSEMENT

Risk of Fire. Do not install insulation within 
3 inches (76 mm) of luminaire top.
Risques d’incendie. Ne pas installer d’isolation à 
moins de 76 mm(3 pouces)au-dessus du luminaire.

 CAUTION

Do not perforate the integrity of the luminaire. Only 
screw into the threaded mounting bracket holes 
located at the four corners of the fixture.

Environmental Operating Temperature Range

Environmental Rating

Environmental Storage Temperature Range

 -10°C to +40°C

Dry or damp location rated

-40°C to +60°C

LED Panel

Lights Up Art Life

Refer to LED Panel Specification for more lamp 

electronical data info.

Storage Info

CEILING & WALL MOUNT
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CEILING & WALL MOUNTED KITS

CEILING & WALL MOUNTED STEPS

Accessories 3030 3060 6060 6262 30120 60120

X 4 X 6

X 4

X 4

X 6

X 6

X 4 X 6

X 4 X 6

Fix the four ‘A’ brackets to the back of the panel.Unscrew the highlighted screws from the four 

corners of the Panel.
1 2

Please note instructions above for the mounting location of the four ‘B’ brackets.3

28mm

30120/60120

3030: A:222mm

3060: A:520mm

6060: A:520mm

6262: A:      mm

30120: A:425+B:425mm

60120: A:425+B:425mm

30120/60120
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Screw the four ‘B’ brackets to the ceiling.4 Mount the Panel to the ceiling ensuring the 

brackets align.
5

35mm

58mm
69mm

Mount the Panel to the wall ensuring the brackets

align and fix the safety screws through the 

brackets.

In case of wall installations, mount the ‘B’ brackets 

to the wall.
6 7

37mm

48mm
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